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CHANGES It 
BULLETINS 108, ISSUE 2, and 167, ISSUE 1 
DESCRIPTION AND ADJUSTARTS 
OF THE FIVE UNIT TAPE PERFORATOR 


In order to prevent disengagement of the loops from the bell 
cranks during shipment, the 122-25 loop boaring (left) has been provided 4 
with a tapped hole and fitted with a 1035 adjusting scrow and a 34-9 nut. f 
‘This screw may be adjusted to hold the loops toward the right and pre. 
vont their disengagement from the bell cranks. The following adjustment | 
applies to perforators so equipped: | 


ae 10 5 = inmodiately preceding the LOOP SPRING TNSION 

Figure 

Leer 167, Res 4, = immediately preceding the LOOP SPRING ADJUSTMENT | 
Figure 7: 


Add the following adjustment: 
LOOP ADJUSTING SCREW ADJUSTIONT 


: There should bo some clearance, not more than .015", betwoen 
the outer surface of the powor loop and the end of the adjusting screw at 
the boll crank ond. To adjust, turn tho adjusting screw to meet tho 
requiroment and position the lock nut. 


NOTE | 


‘hon making this adjustment a moderate force should be | 
applied to the loops in the direction to make this t 
clearance a maximum, Avoid bending or forcing the loops 

which may result in a false adjustment. 


